Fasades sendvi¢paneli EMF-Mw 1050 ar mineralvati

leblivéjamais platums:1050 £2 mm / péc pieprasijuma 1000 £2 mm
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H =60, 80, 100, 120, 140, 160, 180, 200 mm
Tehniskie dati

Siltumizolacijas starpslana veids (siltinatajs) Mineralvate
Siltinataja blivums [kg/m?] 100
Panela biezums H [mm] 60 80 100 120 140 160 180 200
Svars 1 m? (térauda biezums 0.5/0.5) [kg] 144 164 184 204 224 244 264 284
Panela garums [mm] 2000 - 10000
lebavéjamais platums [mm] 1050 +2 | péc pieprasijuma 1000 +2 mm
Aréja térauda biezums [mm] 05
lekséja térauda biezums [mm] 05
Siltuma caurlaidibas koeficients (U-vértiba) [W/m2K] 0.74 051 041 0.34 029 0.25 023 020
Ugunsizturibas robeza - EI30
Ugunsreakcijas klase A2-s1,d0
Skanas gaisa izolacijas indekss Rw (C, Ctr) [dB] 31
Parklajums - poliesters, 25 um (standarta parklajums)
Sertifikati EN 14509
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Fasades sendvi¢paneli EMF-Mw 1050 ar mineralvati

Aréjais profiléjums

{ \
lek$éjais profiléjums

1050 +2 mm / péc pieprasijuma 1000 +2 mm

Aréjais profiléjums: lek$éjais profiléjums:
‘ 50 ‘ 50 ‘ ‘ 50 ‘ 50 ‘

L 50 L 50

M 16 A R 90

WV - priekdpuse
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Fasades sendvi¢paneli EMF-Mw 1050 ar mineralvati

Krasu toni

Aréjais parklajums. Poliesters 25 pm - standarta krasu toni

RAL 1015 RAL 7035 RAL 9001 RAL 9002 RAL 9006 RAL 9010

RAL 1002 RAL 1021 RAL 3000 RAL 3011 RAL 3016 RAL 5010

RAL 5012 RAL 6029 RAL 7016 RAL 7024 RAL 8017 RAL 9007

Aréjais parklajums. Poliesters 25 ym - nestandarta krasu toni

Arégjais parklajums. Poliesters 25 um - krasu toni péc pasitijuma

RAL 1018 RAL 6011 RAL 7040 RAL 8004
lek$gjais parklajums. Poliesters 25 pm - standarta krasu toni lek3&jais parklajums. FoodSafe
RAL 9002 RAL 9010 White
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Fasades sendvi¢paneli EMF-Mw 1050 ar mineralvati

Sléptais savienojums "secret fix". Montazas risinajums

Stiprinajuma detala / spiediena sadalitajs
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Stiprinajuma detala / spiediena sadalitajs
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