
42

Roof sandwich panels EMR-Mw 1050

Roof sandwich panels EMR-Mw 1050 data sheet
 Type of insulation Mineral wool

100 ±3

2000 - 10000

1050

0.5 / 0.6

0.5 / 0.6

EN 14509

A2-s1, d0

- polyester, 25 µm (standard coating)

- FoodSafe, 55 / 120 / 150 µm

0.041

80 100 120 150 160 180 200

0.46 0.38 0.32 0.26 0.24 0.22 0.20

- REI 120

16.80 18.80 20.80 23.80 24.80 26.80 28.80

 Insulant density [kg/m³] 

 Thickness of the panel [mm] H / with rib [mm]

Weight 1 m2 for sheeting 0.5/0.5 mm [kg]

Length [m]

Module width [mm]

Thickness of the external profile [mm]

Thickness of the internal profile [mm]

Thermal conductivity λ [W/mK]

Thermal transmittance U [W/m2K]

Fire safety class

Fire reactivity class

BROOF(t1)Class for external fire performance of roofs
and roof coverings

Coatings

 Certificates 

- PU, 55 µm 

- FARM, 35 µm

H = 80, 100, 120, 150, 160, 180, 200 mm

278278

120°

72278 72

H

66 23

1136
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Modular width: 1050 mm



External side

Internal side

Trapezoidal profile

R 90

50 50

88

L 50

Smooth profile (G)
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H
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External side: Internal side:

278 72 278 72 278

- face
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Colours

Standard RAL colours of the external sheeting PE 25 µm 

Nonstandard RAL colours of the external sheeting PE 25 µm 

RAL 1015 RAL 9001RAL 7035 RAL 9002 RAL 9006 RAL 9010

RAL 1002 RAL 1021 RAL 3000 RAL 3011 RAL 3016 RAL 5010

RAL colours of the external sheeting PE 25 µm on demand 

RAL 1018 RAL 6011 RAL 7040 RAL 8004

Standard RAL colours of the internal sheeting PE 25 µm 

RAL 9002 RAL 9010

RAL 5012 RAL 6029 RAL 7016 RAL 7024 RAL 8017 RAL 9007

Internal sheeting . FoodSafe 

White

Roof sandwich panels EMR-Mw 1050
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Roof sandwich panels EMR-Mw 1050

1.  Thermal insulation core - mineral wool.

2.  Steel facings 0.4 / 0.5 (standard) mm.

3.  Self-drilling screw with EPDM washer for fixing sandwich panels with supporting structure.

4.  Self-drilling screw with EPDM washer for fixing sandwich panels with each other..

Fixing the panels to the ridge beam Installation of middle panels

• Installation of the first and second panel in each row

• Installation of penultimate and last panel in each row

• Fixing the panels to the purlin at cornice

300 mm

34
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 Installation of sandwich panels

300 Self-drilling screw

Self-drilling screw

Purlin

Roof sandwich panel

PU adhesive tape


