Jumta sendviétipa panelis EMR-PIR 1000

leblivéjamais platums: 1000 £2 mm

333,34 ‘ 333,33 ‘ 333,33 67 ‘

1104

H = 40, 60, 80, 100, 120, 160 mm

Jumta sendvictipa panelus EMR-PIR 1000 tehniskie dati

Siltumizol&cijas starpslana veids (siltinatajs) Putu poliizocianurats (PIR)

Siltinataja blivums [kg/m?] 40 +3

Siltumizolacijas biezums H un biezums ar panela ribu [mm]  40/80 60/100 80/120 100/140 120/160 160/200

Svars 1 m? (térauda biezums 0.5/0.5) [kg] 104 1.2 120 128 136 154

Panela garums [mm] 2000 - 13500

lebTvéjamais platums [mm] 1000 +2

Aréja térauda biezums [mm] 05

lekséja térauda biezums [mm] 04 /05

Deklaréta siltumvaditspéja Ab [W/mK] 0022

Siltuma caurlaidibas koeficients Uc (U-vértiba) [W/m?K] 055 037 027 022 018 014

Ugunsizturibas robeza - REI 30

Ugunsreakcijas klase B-s1,d0 B-s1,d0 B-s1,d0 B-s1,d0 B-s1,d0 B-s1,d0

Jumta seguma sistémas ugunsreakcijas klases uz aréja ugunsgréka iedarbibu BROOF(m

Skanas gaisa izolacijas indekss Rw [dB] 23

Parklajums - poliesters, 25 pm (standarta parklajums)

Sertifikati EN 14509
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Jumta sendviétipa panelis EMR-PIR 1000

Aréjais profiléjums
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Jumta sendviétipa panelis EMR-PIR 1000

Standarta krasu toni, poliesters 25 pm

Standarta krasu toni. Aréjais profil&jums

RAL 7016 RAL 9002 RAL 9006 RAL 9007 RAL 9010

Nestandarta krasu toni. Aréjais profiléjums

RAL 3000 RAL 5010 RAL 6011 RAL 7035 RAL 8017

Standarta krasu toni. lek&éjais profiléjums

RAL 9002 RAL 9010
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Jumta sendviétipa panelis EMR-PIR 1000

o
Panelu stiprinasana
1. Siltumizolacijas starpslanis - putu poliizocianurats (PIR).
2. Térauda loksne 0.4 / 05 (standarts) mm ar polimérparklajumu
3. Pasurbjosa skrave ar EPDM paplaksni panelu nostiprinaSanai pie karkasa.
4. PasSurbjosa skrave ar EPDM paplaksni panelu nostiprinasanai sava starpa
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Pasurbjosa skrave

Jumta sendvictipa panelis

Metala sija

Vidéjo panelu stiprindsanas shéma ar pasurbjosam skravem

Divo pirmo maléjo panelu stiprinaSanas shéma un panelu stiprinasana dzega
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